
Product 
Line-up
2010

We make cameras do things 
you wouldn’t believe

Image SenSIng SoLutIonS

Sony have designed, developed 
and manufactured a range of 
imaging products that you can 
depend upon, even in the most
demanding applications. From 
factory automation, microscopy 
and inspection to security and 
process control, we thoroughly
understand your requirements and 
the specialised environments in 
which our products need to operate.
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About Sony Image Sensing Solutions division:
Sony europe’s Image Sensing Solutions division has an in-depth 
range of component cameras and image sensing products. 
Industry leading products include High Definition cameras; 
intelligent ‘smart camera’ products; standard definition colour 
and monochrome CCD video cameras for analogue and digital 
(Ieee 1394, gige & CameraLink) vision systems, all of which satisfy 
numerous market sectors and applications, including 
manufacturing (industrial vision solutions), security/monitoring, 
webcasting, videoconferencing, scientific and medical markets.

www.pro.sony.eu/vision
www.pro.sony.eu/vision



Model     Image Device Pixel Resolution Lens Mount Size/Mass Key Features

InteLLIGent CaMeRaS

XCI-V100 1/3” IT Progressive Scan CCD (B/W) 640 x 480 (VGA) C mount / CS mount 94 x 70 x 140 / 760g

High Performance Processor, various interfaces, Excellent Picture quality / High frame 
Rates, C/CS Mount Lens, Full range of Pre-processing 
functions, Customisable FPGA, dual Readout by Wide-D Technology, Microsoft 
Windows XP Embedded Support

XCI-V100C 1/3” IT Progressive Scan CCD (Colour) 640 x 480 (VGA) C mount / CS mount 94 x 70 x 140 / 760g

High Performance Processor, various interfaces, Excellent Picture quality / High frame 
Rates, C/CS Mount Lens, Full range of Pre-processing 
functions, Customisable FPGA, dual Readout by Wide-D Technology, Microsoft 
Windows XP Embedded Support

XCI-SX100 1/3” IT Progressive Scan CCD (B/W) 1280 x 960 (SXGA) C mount / CS mount 94 x 70 x 140 / 760g

High Performance Processor, various interfaces, Excellent Picture quality / High frame 
Rates, C/CS Mount Lens, Full range of Pre-processing 
functions, Customisable FPGA, dual Readout by Wide-D Technology, Microsoft 
Windows XP Embedded Support

XCI-SX100C 1/3” IT Progressive Scan CCD (Colour) 1280 x 960 (SXGA) C mount / CS mount 94 x 70 x 140 / 760g

High Performance Processor, various interfaces, Excellent Picture quality / High frame 
Rates, C/CS Mount Lens, Full range of Pre-processing 
functions, Customisable FPGA, dual Readout by Wide-D Technology, Microsoft 
Windows XP Embedded Support

DIGItaL InteRFaCe Ieee 1394b-2002

XCD-V60 1/3” IT Progressive Scan CCD (B/W) 640 x 480 (VGA) C mount 44 x 33 x 57.5 / 140g
B/W, 1394.b, High Rate Scanning 90f/s, Multi connection capability, Bus synchronization, 
broadcast delivery, hardware processing, Memory shot function

XCD-V60CR 1/3” IT Progressive Scan CCD (Colour) 640 x 480 (VGA) C mount 44 x 33 x 57.5 / 140g
Colour, 1394.b, High Rate Scanning 90f/s, Multi connection capability, Bus synchronization, 
Memory Channel, Memory Shot, Partcial Scan, Binning function, Low Power Consumption, 
Bulk Trigger Mode

XCD-SX90 1/3” IT Progressive Scan CCD (B/W) 1280 x 960 (SXGA) C mount 44 x 33 x 57.5 / 140g
B/W, 1394.b, Exclusive High Rate Scanning 30f/s, Multi connection capability, Bus  
synchronization, broadcast delivery, hardware processing, Memory shot function

XCD-SX90CR 1/3” IT Progressive Scan CCD (Colour) 1280 x 960 (SXGA) C mount 44 x 33 x 57.5 / 140g
Colour, 1394.b, Exclusive High Rate Scanning 30f/s, Multi connection capability, Bus 
synchronization, broadcast delivery, hardware processing, Memory shot function

XCD-U100 1/1.8” IT Progressive Scan CCD (B/W) 1600 x 1200 (UXGA) C mount 44 x 33 x 57.5 / 140g
B/W, 1394.b, High Rate Scanning 15f/s, Multi connection capability, 
Bus synchronization, broadcast delivery, hardware processing,  
Memory shot function

XCD-U100CR 1/1.8” IT Progressive Scan CCD (Colour) 1600 x 1200 (UXGA) C mount 44 x 33 x 57.5 / 140g
Colour, 1394.b, High Rate Scanning 15f/s, Multi connection capability, 
Bus synchronization, broadcast delivery, hardware processing, 
Memory shot function

DIGItaL InteRFaCe CaMeRa LInK

XCL-U1000 1/1.8” IT Progressive Scan CCD (B/W) 1600 X 1200 (UXGA) C mount 56 x 44 x 95 / 250g
B/W, High Resolution & Sensitivity – 15f/s Camera Link Standard Conformity, Monitor 
Output, Partial Scanning, Binning function, Digital Output 10 Bit, High shock and  
vibration resistance

XCL-U1000C 1/1.8” IT Progressive Scan CCD (Colour) 1600 X 1200 (UXGA) C mount 56 x 44 x 95 / 250g
Colour, High Resolution & Sensitivity – 15f/s Partial Scan, White Balance, Digital RGB 24 
Bit, Camera Link Standard Conformity, Monitor Output, Partial Scanning, High shock 
and vibration resistance

XCL-U100 1/1.8” IT Progressive Scan CCD (B/W) 1600 X 1200 (UXGA) C mount 29 x 29 x 30 / 55g

PoCL / Camera Link Standard (switchable) High Resolution & Sensitivity – 15f/s, 
Compact and Lightweight with low power consumption, External Trigger, Built-in 
test pattern, Partial Scan function, Hardware Processing, High shock and vibration 
tolerance

XCL-5005 2/3” IT Progressive Scan CCD (B/W)
2448 x 2050 
(5,018,400 pixels)

C mount 44 x 44 x 57.5 / 130g
Ultra High Resolution Image Capture, supports both PoCL and Standard Camera 
Link (base configuration), vertical and Horizontal Partial Scanning, Hardware Pre-
processing, High shock and vibration Resistance

XCL-5005CR 2/3” IT Progressive Scan CCD (Colour)
2448 x 2050 
(5,018,400 pixels)

C mount 44 x 44 x 57.5 / 130g
Ultra High Resolution Image Capture, supports both PoCL and Standard Camera 
Link (base configuration), vertical and Horizontal Partial Scanning, Hardware Pre-
processing, High shock and vibration Resistance

DIGItaL InteRFaCe GIGe VISIOn

XCG-V60e 1/3” IT Progressive Scan 
CCD (B/W)

640 x 480 (VGA) 
(307,200 pixels)

C mount 44 x 33 x 67.5 / 145g
Transmission of uncompressed image data at 1000Mbps, over distances of 100m;  
high resolution, 90fps

XCG-SX97e 2/3” IT Progressive Scan 
CCD (B/W)

1360 x 1024 (SXGA) 
(1,392,640 pixels)

C mount 44 x 33 x 67.5 / 145g
Transmission of uncompressed image data at 1000Mbps, over distances of 100m;  
high resolution, 15fps

XCG-SX99e 2/3” IT Progressive Scan 
CCD (B/W)

1360 x 1024 (SXGA) 
(1,392,640 pixels)

C mount 44 x 33 x 67.5 / 145g
Transmission of uncompressed image data at 1000Mbps, over distances of 100m;
high resolution, 27fps

XCG-U100e 1/1.8” IT Progressive Scan 
CCD (B/W)

1600 x 1200 (UXGA) 
(1,920,000 pixels)

C mount 44 x 33 x 67.5 / 145g
Transmission of uncompressed image data at 1000Mbps, over distances of 100m;  
high resolution, 15fps

XCG-5005e 2/3” IT Progressive Scan 
CCD (B/W)

2448 x 2050 (5Mega) 
(5,018,400 pixels)

C mount 44 x 33 x 67.5 / 145g
Transmission of uncompressed image data at 1000Mbps, over distances of 100m;  
high resolution, 15fps

nOn-tV FORMat

XC-HR50 1/3” IT Progressive Scan CCD (B/W) 648 x 494 (VGA) C mount 29 x 29 x 30 / 50g B/W, High Rate Scanning 60f/s Partial Scan – 200 f/s

XC-HR70 1/3” IT Progressive Scan CCD (B/W) 1024 x 768 (XGA) C mount 29 x 29 x 30 / 50g B/W, High Rate Scanning 29f/s Partial Scan – 120 f/s

XC-HR90 1/3” IT Progressive Scan CCD (B/W) 1280 x 960 (SXGA) C mount 29 x 29 x 63.5 / 80g
B/W, High Rate Scanning 30f/s (15f/s selectable), RS 232, Partial Scan, 
Low power consumption

XC-HR57 1/2” IT Progressive Scan CCD (B/W) 648 x 494 (VGA) C mount 29 x 29 x 30 / 50g B/W, High Rate Scanning 60f/s Partial Scan – 120 f/s

XC-HR58 1/2” IT Progressive Scan CCD (B/W) 767 x 580 (SVGA) C mount 29 x 29 x 30 / 50g B/W, High Rate Scanning 60f/s Partial Scan – 100 f/s

XC-56 1/3” IT Progressive Scan CCD (B/W) 647 x 493 (VGA) C mount 29 x 29 x 30 / 50g B/W, High Rate Scanning 60f/s Pin Out Compatible to XC-55

XC-56bb 1/3” IT Progressive Scan CCD (B/W) 647 x 493 (VGA) NF mount
CHU 22 x 22 x 30 / 40g
CCU 29 x 29 x 67 / 100g

B/W, 2 Piece Camera, Minature Body, High Rate Scanning, 
Same Pin Out as Sony XC-55BB Camera

tV FORMat

XC-eS30* 1/3” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 9 x 29 x 30 / 50g B/W, High Sensitivity, Small & Lightweight, Simple/Flexible Trigger

XC-eS50* 1/2” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 29 x 29 x 30 / 50g B/W, High Sensitivity, Small & Lightweight, Simple/Flexible Trigger

XC-eS50L* 1/2” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 29 x 42.5 x 43.8 / 110g B/W, Unique Lshape design, IR Cut Filter

XC-eS51* 1/2” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 29 x 29 x 30 / 50g
B/W, High Sensitivity – 0.2 lux@ F1, nearly 2x Sensitivity of XC-ST50 
and XC-ES50 models

XC-eI30* 1/3” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 29 x 29 x 30 / 50g B/W, Near infrared Sensitivity, Small & Lightweight, Simple/Flexible Trigger

XC-eI50* 1/2” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 29 x 29 x 30 / 50g B/W, Near infrared Sensitivity, Small & Lightweight, Simple/Flexible Trigger

XC-eU50* 1/2” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 29 x 29 x 30 / 50g B/W, UV, 300-420 nm range

XC-St30* 1/3” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 44 x 29 x 57.5 / 110g B/W, High Sensitivity, Compact, Simple/Flexible Trigger, External Controls

XC-St50* 1/2” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 44 x 29 x 57.5 / 110g B/W, High Sensitivity, Compact, Simple/Flexible Trigger, External Controls

XC-St51* 1/2” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 44 x 29 x 57.5 / 110g
B/W, High Sensitivity – 0.2 lux@ F1, nearly 2x Sensitivity of XC-ST50 
and XC-ES50 models

XC-St70* 2/3” IT HAD™ CCD (B/W)
752 x 485 (EIA)
736 x 575 (CCIR)

C mount 44 x 29 x 57.5 / 105g B/W, High Sensitivity, Compact, Simple/Flexible Trigger, External Controls

XC-505/P* 1/3 super HAD™ II Colour CDD
768 x 494 (NTSC) 
752 x 582 (PAL)

NF mount 22 x 22 x 64 mm / 51 g Colour Ultra Compact, RS-232C

3CCD COLOUR VIDeO CaMeRaS

DXC-C33/P* 3 x 1/3” CCD ExWave 
768 x 494 (NTSC)
752 x 582 (PAL)

C mount
CHU: 32 x 38 x 40 / 48g
CCU: 200 x 88 x 242 / 2.5kg

iLINK® DV Interface, 850TVL, F8.0@2000 lux, 62dB

DXC-390/P* 3 x 1/3” CCD ExWave HAD™ 
768 x 494 (NTSC)
752 x 582 (PAL)

C mount 56 x 50 x 128 / 370g High quality, DSP for picture enhancements, 800TVL, F8.0@2000lux, 61dB

DXC-990/P* 3 x 1/2” CCD ExWave HAD™
768 x 494 (NTSC)
752 x 582 (PAL)

Bayonet 70 x 72 x 123,5 / 630g High quality, DSP for picture enhancements, 850TVL, F11@2000lux, 62dB

COLOUR CaMeRa bLOCK

FCb-H11 1/3” HD CMOS 
Colour Sensor

1080/59.94i, 1080/50i, 720/59.94p, 
720/50p

10x Optical Zoom
12x Digital Zoom

47.2 x 43.1 x 72.2 / 120g

Superb Picture Quality, Day/night function, Multi-format Video Outputs 
from NTSC/PAL to FULL HD, High-Speed Serial Interface and TTL Signal-Level Control, 120x 
Zoom Ratio, Compact and Lightyweight Design, Picture  
Freeze function, SPOT AE Function

FCb-eX11D/P* 1/4” ExView HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

10x Optical Zoom
12x Digital Zoom

35.9 x 40.8 x 59.2 / 95g
Ultra compact & Lightweight Design, Minimum Illumination 1.0lux , Resolution 530 TVL, 
Advanced Spherical Privacy Zone Masking with Mosaic Effect

FCb-eX20D/P* 1/3" Super HAD CCD II
380.000 pixels (NTSC)
440.000 pixels (PAL)

10x Optical Zoom
12x Digital Zoom

45.9 x 43.1 x 67.2 / 140g
Excellent Picture Quality Very High Sensitivity, Compact, Day/Night function ,  
Slow AE Response function, Resolution 530 TVL, Advanced Spherical Privacy Zone 
Masking with Mosaic Effect

FCb-eX1010/P* 1/4” ExView HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

36x Optical Zoom
12x Digital Zoom

50 x 57.5 x 87.9 / 230g
Resolution 530 TVL, Wide Dynamic Range, IR cut Filter removal, Electronic-Flip,  
Multi Line character generator, Minimum illumination 1.4 lux , Advanced sperical 
Privacy Zone Masking with Mosaic effect, Video Motion detection

FCb-eX990/P* 1/4” ExView HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

26x Optical Zoom
12x Digital Zoom

55.1 x 57.5 x 88.5 / 230g
Resolution 530 TVL, Wide Dynamic Range, IR cut Filter removal, Electronic-Flip,  
Multi Line character generator, Slow AE Response, Minimum illumination 1.0 lux , 
Advanced sperical Privacy Zone Masking with Mosaic effect, Video Motion detection

FCb-eX490/P* 1/4” ExView HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

18x Optical Zoom
12x Digital Zoom

52x 57.5 x 88.5 / 230g
Resolution 530 TVL, Wide Dynamic Range, IR cut Filter removal, Electronic-Flip,  
Multi Line character generator, Slow AE Response, Minimum illumination 0.7 lux ,  
Advanced sperical Privacy Zone Masking with Mosaic effect, Video Motion detection

FCb-eX1000/P* 1/4” ExView HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

36x AF Optical Zoom
12x Digital Zoom

50 x 57.5 x 87.9 / 230g
Minimum Illumination 1.4 lux, Slow AE Response Function, Spherical Zone Masking, 
Electronic-Flip, Title Display, Alarm Function, TTL Signal-Level Control (VISCA Protocol)

FCb-eX980S/P* 1/4” Super HAD™ 
Colour CCD

630.000 pixels (NTSC)
740.000 pixels (PAL)

26x Optical Zoom
12x Digital Zoom

55.3 x 57.5 x 88.5 / 230g IR Cut Filter Removal, Image Stabilisation, Minimum illumination 2.0 lux, SMART AF Lens

FCb-eX980/P* 1/4” ExView HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

26x Optical Zoom
12x Digital Zoom

55.3 x 57.5 x 88.5 / 230g IR Cut Filter Removal, Minimum illumination1.0 lux, Wide Horizontal FOV, SMART AF Lens

FCb-eX480C/P* 1/4” ExView HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

18x Optical Zoom
12x Digital Zoom

52 x 57.5 x 88.5 / 230g
IR Cut Filter Removal, Minimum illumination 0.7 lux, SMART AF Lens, Spherical Zone Masking, 
Electronic-Flip, Title Display, Alarm Function, TTL Signal-Level Control (VISCA Protocol)

FCb-eX48C/P* 1/4” ExView HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

18x Optical Zoom
12x Digital Zoom

50 x 57.5 x 88.5 / 230g
Minimum illumination 0.7 lux, SMART AF Lens, Spherical Zone Masking, Electronic-Flip, 
Title Display, Alarm Function, TTL Signal-Level Control (VISCA Protocol)

FCb-eX45C/P* 1/4” Super HAD™
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

18x Optical Zoom
12x Digital Zoom

50 x 57.5 x 88.5 / 230g
Minimum Illumination 1.0 lux, external synchronization (V-Lock), VISCA protocol, 
Enhanced Privacy Zone Masking, Alarm Function

FCb-eX45MC/C* 1/4” Super HAD™ 
B/W CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

18x Optical Zoom
4x Digital Zoom

50 x 57.5 x 88.5 / 230g

B/W, Extremely Low Minimum Illumination of 0.01 lux, Enhanced Spherical Privacy Zone 
MAsking function, High Horizontal resolution (520 Tv Lines), Spot AE, Internal/External 
Synch, Low Power consumption, High Speed Serial Interface with TTL Signal Level 
Control (VISCA Protocol)

FCb-IX45C/P* 1/4” Super HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

18x Optical Zoom
4x Digital Zoom

48.2 x 56.6 x 92.3 / 170g
Minimum Illumination 1.0 lux, SMART AF Lens, Key Switch Control Compatibility, Spot AE, 
On-screen Display, High Speed Serial Interface with TTL and RS232 Signal Level Control 
(VISCA Protocol)

FCb-IX47C/P* 1/4” Super HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

18x Optical Zoom
4x Digital Zoom

48.2 x 56.6 x 92.3 / 170g
Freeze, Slow shutter, Minimum Illumination 1.0 lux, SMART AF Lens, Spherical Privacy 
Zone Masking, Electronic-Flip,  On-screen Display, Alarm Function, Custom Preset 
Function, Position Preset Function, TTL and RS232 Signal Level Control (VISCA Protocol)

FCb-IX11a/P* 1/4” ExView HAD™ 
Colour CCD

380.000 pixels (NTSC)
440.000 pixels (PAL)

10x Optical Zoom
4x Digital Zoom

39.3 x 44.8 x 65 / 95g
Ultra Compact & Lightweight, Minimum Illumination 1.5lux,  On-screen Display, Custom 
Preset Function, Position Preset Function, TTL and RS232 Signal Level Control (VISCA Protocol)

COLOUR Pan/tILt/ZOOM

bRC-H700 3x 1/3” IT Colour CCD 
Mega Pixel

1080/59.94i or 1080/50i (switchable) 
12x Optical Zoom
4x Digital Lens

210 x 86 x 240/4.5kg
Superb Picture Quality, High Performance P/T/Z, Optional Interface Cards for HD SDI, 
HDV and XGA

bRC-300P 3x 1/4” IT Advanced HAD™ 
Mega Pixel CCD

PAL
12x Optical Zoom
4x Digital Lens 

212 x 88 x 233/2.7kg
Superb Picture Quality, High Performance P/T/Z, 16:9 Aspect Ratio, Optional Interface 
Cards for SDI, Fibre, iLINK, DV and RGB

bRC-Z700 1/4 type CMOS x 3
1080/59.94i, NTSC or 1080/50i, PAL 
(switchable)

20x Optical Zoom
4x Digital Lens

98 x 247 x 238 / 4.5kg
Excellent picture quality, High–performance Pan/Tilt/Zoom mechanism, HD & SD 
Simultaneous video outputs, Optional video cards (BRBK-HSD1: HD-SDI, SD-SDI),  
Multiple position presets and user friendly interface

bRC-Z330 1/3 type 2-megapixel CMOS image 
sensor

1080/59.94i, 1080/50i, 720/59.94P, 
720/50P

18x Optical Zoom
4x Digital Zoom

160.8 x 193.4 x 186 / 1,9kg

Smallest model in Sony’s BRC Series, wide pan/tilt ranges and smooth pan/tilt/zoom, 
Compact Size and Silent Mechanism, direct-drive pan/tilt mechanism, low-power-
consuming CMOS image sensor, 1080i, 720p, SD Output, Optical Card Slot, External 
Synchronization Function, VISCA Control (RS-232C/RS-422)

eVI-D70W/PW* 1/4” ExView HAD™ CCD
380.000 pixels (NTSC)
440.000 pixels (PAL)

18x Optical Zoom
12x Digital Zoom

132 x144x144 / 950g
Black or White Version, Wide Range Pan/Tilt, Min. Illumination 1 lux, Desktop  
or Ceiling Mount, IR Cutfilter Renewal

eVI-D100/P* 1/4” Super HAD™ CCD
380.000 pixels (NTSC)
440.000 pixels (PAL)

10x Optical Zoom
4x Digital Zoom

113 x 120 x 132 / 860g 
Quiet High-Speed Pan/Tilt, Wide Angle View Lens, Auto Focus, VISCA
Protocol RS-232C Interface, 6 position presets

eVI-HD1 1/3” HD CMOS Sensor
1080/59.94i, 1080/50i, 1080/29.97p,
1080/25p, 720/59.94p, 720/50p,
720/29.97p, 720/25p, PAL ,NTSC

10x Optical Zoom
4x Digital Zoom

259 x 150 x 169 / 2kg
Superb Picture Quality, Wide Range, Quiet and Quick Pan/Tilt Mechanism, Multi-format 
Video Outputs from NTSC/PAL to FULL HD, High-quality image transmission via HD-SDI , 
RS232C Remote Control, 40x Zoom Ratio, Wide-viewing Angle

eVI-HD3V 1/3” HD CMOS Sensor
720p/59.94, 720p/50, 720p/29.97,
720p/25, 640 x 480p/59.94

10x optical zoom,
4x digital zoom,

250 x 152 x 135 / 1,5kg
Superb Picture Quality, Wide Range, Quiet and Quick Pan/Tilt Mechanism, Multi-format 
Video Outputs from NTSC/PAL to FULL HD, High-quality image transmission, RS232C Re-
mote Control, Wide-viewing Angle, Connection to HD Monitor, 720p/60, DVI-I Interface

eVI-HD7V 1/3” HD CMOS Sensor

1080p/59.94, 1080p/50, 1080i/59.94, 
1080i/50,1080p/29.97, 1080p/25, 
720p/59.94, 720p/50, 720p/29.97, 
720p/25, 640 x 480p/59.94

10x optical zoom,
4x digital zoom,

250 x 152 x 135 / 1,5kg

Superb Picture Quality, Wide Range, Quiet and Quick Pan/Tilt Mechanism, Multi-format 
Video Outputs from NTSC/PAL to FULL HD, High-quality image transmission, RS232C 
Remote Control, 40x Zoom Ratio, Wide-viewing Angle, Connection to HD Monitor, 
1080p/60, DVI-I Interface

* PAL or NTSC model also available
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